REVISIONS
NOTES (UNLESS OTHERWISE SPECIFIEDX we [ | UESCAIPTION [ o | wmom
1. IES THE REQUIREMENTS FOR A PRINTED WIRING BOARD IN ACCORDANCE | 2 [ ORIGINAL RELEASE [06-03-11] J.H.
| B [RE-Spin Per EC038701 [08-23-12] J.H.

-600 CLASS 2 (LATEST RE

s100) .

LEAD FREE ASSEMBLY PROCE:
CYCLES AT 260 DEGRE

0

MATERIAL - LAMINATE AND PREP
Tg - MUST

Td -

TER THAN OR EQUAL TO 150 DEGRI
TER THAN OR EQUAL TO 330 D

4. COPPER FOIL WEIGHT - SEE STACKUP DETAIL 'A'

5. CHARACTERISTIC IMPEDANCE - SEE DETAIL 'B'

6. MINIMUM CONDUCTIVE WIDTH/SPACING TO BE .004"/.004"

7. PLATING FINISH:

[\ et exvo
5

30 MICRO T

GE CONNECTOR FINGERS SHALL BE PLATED WITH A MINIMUM

HARD GOLD OVER A MINIMUM OF 100-200 MICRO INCHI
BOTH SIDES OF D. CHAMFER EDGE MUST BE FREE OF CUTTING BURRS.
7b. PLATING FINISH - BOTH SIDES ENIG (ELECTROLESS NICKEL
.05080-.232 MICRON (2-8 MICROINCH) OF GOLD OVER
2.540-6.350 MICRON (100-250 MICROINCH) OF NICKEL.

(TAIYO OR EQUIVALENT), BOTH SID
MASK IS NOT ALLOWED WITHOUT WRITTEN PERMIS:

OR
Rl

No

10. SILKSCREEN - WHITE EPOXY INK, BOTH SI ILK ON

TEST - 100% IPCD356.

TRICAL

12. PRINTED WIRING BOARD IS TO BE INDIVIDUALLY BAGGED.

13. DRC'S MUST BE RUN ON THE GERBER BEFORE BUTLDING BOARDS,
UNLESS PRIOR APPROVAL IS GIVEN IN WRITING BY FREESCALE.

GNAL LAY

. TEARDROPS MAYBE ADDED AT THE FAB HOUSE TO ALL SI:

LDER SAMP]

TO BE PROVIDED.

GRID INCREMENT AT 1:1 IS .0001.

P

DLDER

E ONLY, WHERE SHOWN.

- MUST BE UL RECOGNIZED AND MUST HAVE AN ID THAT CONFORMS TO UL94V-0

18. THE PWB WILL BE MARKED AS LEAD FREE BY USE OF AN INK S

" &)

19. THE PWB WILL BE MARKED AS LEAD FREE PRC

ED THROUGH HOLES ARE TO BE DRILLED AT P!
0 BE +/-.002 IN REFEREN

20. ALL PLATED AND N
ALL HOLE

PL;
TOLERANCES ARE T

CAT

BLY ACCORDING TO ¢
25' NON-PLATED

21. FINISHED PCB MUST BE PANELIZED FOR AS:
REQUIREMENTS, THE ADDITION O
DISCRETION OF CONTRACT MANUFAC
PANELIZATION MUST BE APPROVED B

NG HO!

Y RACT MANUFACTURER.

/N sssakont s aiowe son tagss siors.

SHALL MEET TPC-4101B-26, 83 or 98
S CELSIUS.

SIUS.

MPATIBLE AND MUST BE ABLE
FOR NDS .

ESS COMPATIBLE BY USE OF AN INK STAMP

¥ DRILL STEE.
TO THE PRIMARY DA’

NTRACT MANUFACTURERS

0 HANDLE

OF NICKEL

STON GOLD) :

N FROM FREESCALE.

.435 [11.061

.409 [10.41

2.330 [59.191

.160 [4.071

I =y

2.330 [59.191

E AT THE

PRIMARY DATUM

GRID ORIGIN 0

IMPEDANCE REQUIREMENTS

DETAIL B

TOLERANCE IS +/-10%

5 [11.061

f=— .118 (31

4 PLACES

Te Ended

Differential

i

DETAIL C

"’He* .062" +/-5 MIL THK

DRILL CHART: TOP to BOTTOM
ALL UNITS ARE IN MILS

FIGURE SIZE TOLERANCE PLATED QTY
/N 12.0 $0.0/-12.0__| PLATED | 474
D 40.0 +3.0/-3.0 PLATED | 26

Ad 35.0 +2.0/-2.0 NON-PLATED 2

4 53.0 +3.0/-0.0 INON-PLATED| 4

® 68.0 +2.0/-2.0__|NoN-PLATED| 6

@ 125.0 +2.0/-2.0__|NoN-PLATED| 3

N - 34.0%30.0 +2.0/-2.0 PLATED | 2
AN 59.0%33.0 +2.0/-2.0 PLATED | 2

LAYER 1 COMPONENT SIDE

LAYER 2 L2_PWR

LAYER 3 L3_SIG_1

LAYER 4 L4_SIG_2

LAYER 5 L5_GND

LAYER 6 SOLDER SIDE
DETAIL A

LAYER STACKUP

FINISHED Cu WEIGHT

1/2 oz.
1 oz.
1/2 oz.
1/2 oz.
1 oz.
1/2 oz.
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